High-Intensity
LED Work Light

F E A T U R E S

e eLED Will Not Break OR Burnout

e Innovative Power Control Circuit
Delivers Constant Brightness
Throughout Battery Life

Batteries Last 3-4
Times Longer

—e Pushbutton Switch
Constant/Momentary

Ultra-High Impact
ABS Construction

—e Easy Load
Battery System

Corrosion Proof,
Non-Conductive

Passes 6 Foot Drop Test

SPECIFICATIONS

Power 1 Watt

Burn Time 10-12 Hours / Low >80 Hours
BATTERY 4 Duracell Alkaline AA/LR6

Peak Lumens 30 Lm (average)

Lamp High-Intensity Side-Emitting LED
Case ABS / Polycarbonate

Size 6.7 x2.5" x 1.4"
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IMPORTANT: READ ENCLOSED INSTRUCTIONS

INCLUDED SNAP CLIP, POCKET CLIP
AND SPLIT-RING ADDS VERSATILITY
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Easily Clips To
Pocket, Belt
Or Harness For
Hands-Free
Operation

Elliptical Case And Clip Adds
Stability On Flat Surface

eLED UNILITE COLORS AVAILABLE
14414 | UNILITE LED Cl, D2
14415  UNILITE LED Cl, D2

CERTIFICATIONS

CL1,DIV2, GP A,

B, C,D,CLII,
LISTED DIV 2 GP G, CLIlI,
82EM DIV2T4

® UK
13400 Danielson Street
Poway, CA 92064 USA
1-800-327-7388
www.ukbright.com
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UK4AA-LED UnilLite




